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PEST ACTIVITY CHECKLIST
1.	EXTERIOR OF THE FACILITY
	NO.
	CRITERIA
	YES/NO
	COMMENTS

	
1.1 
	No shrubs, tall grass, creepers, weeds, or plants against the outside walls. The building is clear on any overhanging trees and electrical cables.  
	
	

	
1.2 
	Idle items not stored against exterior walls. No evidence of idle items, rubble, debris etc. that could encourage rodent harbourage. The grounds in the surrounds of the building shall be kept clean and free of litter.
	
	

	
1.3 
	Stagnant water or dripping taps that could serve as breeding habitat and water source for pests shall not be evident on the premises.
	
	

	
1.4 
	No evidence of rat burrows, mice nesting material or bird nesting.
	
	

	
1.5 
	Waste collection area kept in a clean and hygienic condition. All refuse collected in enclosed receptacles equipped with tight fitting lids. Waste containers are not over-filled and are cleaned and sanitised regularly to deter pests.
	
	

	1.6 
	Activities on premises adjacent to the building do l does not pose any pest infestation risks.
	
	

	1.7
	The exterior construction of the building is in good condition and repair to restrict pest access and prevent potential breeding sites. There are no holes or opening in the exterior walls or foundations. Pipe openings, wall plate openings, conduit or wiring entering the building from the exterior are sealed or have rodent traps next to them.
	
	

	
1.8.
	Gulley ‘s, traps, manholes, drainpipes and sewers are well maintained and equipped with metal covers. No odours emanating from the outside drainage system. Vent pipes equipped with screens (balloon grating) to dissuade birds building their nests in it
	
	

	
1.9 
	Doorways should be illuminated, but lights shall not be mounted above or next to outside doors (light to shine on the doors from a distance).
	
	

	1.10
	Windows shall close tightly and do not allow for insect or pest entry. 
· All windows opening to the outside of the building equipped with insect screens (mesh size of 2mm2 or less).  Or sealed permanently.
· Insect screens removable to allow for cleaning. 
· Windows of toilet facilities:
· Windows, if provided to be permanently sealed.
· Air vents/ or other permanent openings to the outside of the building shall be equipped with removable screens (mesh size ≤ 6mm X 6mm). Alternatively, extraction fans must be operational 24/7 (Normal OHS screening must be present)
	
	

	1.11
	Electronic insect attractors not installed on the exterior of the building
	
	

	1.12 
	Bait stations shall be placed near all outside doors (excluding doors used by customers) and along exterior walls that are not visible to the general public.  
Rodenticides in block form secured with a rod above the floor of the bait stations. 
Bait stations permanently secured to the wall or ground and locked to prevent tampering.
	
	

	1.13 
	Any signs of pest activity on the exterior of the building (e.g., excessive fly activity, smearing, grease marks and droppings).
	
	


2. 	INTERIOR OF FACILITY
	CRITERIA
	YES/NO
	COMMENTS

	2.1. 
	Brick walls, cavity walls, iso panels, floors and ceilings free of any holes, openings, cracks or crevices
	
	

	2.2 
	Floor drains trapped / covered to prevent access to pests.
	
	

	2.3 
	All outside doors shall close tightly (no space greater than 6,0mm). The gap between the bottom of the door and floor sealed with a weather-strip.
	
	

	2.4 
	Equipment:
· Movable or elevated. 
· If installed against a wall or directly on the floor, such equipment is permanently sealed to prevent pest entry. 
All the legs of zincs and tables sealed off.
	
	

	2.5 
	Permanent boards and wall mounted equipment must be sealed/ closed.
	
	

	2.6
	Electronic insect attractors (EIA) in good working order, fitted with shatterproof UV lights, glue boards and insect trays (insectocutors are not allowed). If EIA units are used in the FOH, the glue boards must be out of view of the customers. The EIA not located over food prep areas and must be installed 1,2m to 1,8m above the floor. Proof of annual UV light replacements shall be available on file.
	
	

	2.7
	Refrigeration facilities: Door seals and doorframes in good repair.
	
	

	2.8
	Storage practices: Foodstuffs covered and stored correctly to exclude food sources for pests.
	
	

	2.9
	Waste removed promptly, and accumulation of debris are not allowed. Soiled waste receptacles cleaned and before putting them back in the building. The lids of waste bins kept closed. 
	
	

	2.10
	Toxic rodent baits and tracking powders not used inside the building. Glue boards and wind-up traps used internally when necessary. These devices placed inside a suitable container such as a bait station box and must be checked daily.
	
	

	2.11 
	Signs of pest activity on the interior of the building (e.g., fly activity, gnawing marks, smearing, grease marks, nesting material and droppings).
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